


Based on GSS(Ground Sentry Spring) safety system.

Dado mid-height mount.

Removable rail & hooks (optionnal add-on).

Fits snap-on multimedia connectors (optional add-on).

Based on GSS(Ground Sentry Spring) safety system.

Dado mid-height mount.

Removable rail & hooks (optionnal add-on).

Fits snap-on multimedia connectors (optional add-on).

SPECIFICATIONS
Model Number

MATERIAL
Profile Housing
End Caps
Track Insulation
Standard colour
Track tap off unit standard color

ELECTRICAL
Rated Voltage
Rated Current
Frequency

SIZE AND WEIGHT
Standard Length
Track Dimension
Weight

WARRANTY
Power Track
Adaptor

PS-128-06-EU/BS3, PS-128-08-EU/BS3, PS-128-10-EU/BS3 
PS-128-06-EU/BS4, PS-128-08-EU/BS4, PS-128-10-EU/BS4
 

Anodized Aluminium / Powder Coated
Polycarbonate
Polycarbonate
Silver, Black
BS3 - Black, Titanium; BS4 - Black

250V a.c. Single-phase
13 Amp
50Hz / 60Hz

600mm, 800mm, 1000mm
100mm x 28.5mm
Estimated 2.2kg (1000mm)

3 years, subject to Eubiq Limited Warranty Statement
1 year, subject to Eubiq Limited Warranty Statement
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Removable rail & hooks.Removable rail & hooks.
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